
4x3 HANDY SHED
POOL PUMP STORAGE SHED

SW0403HSH-CM/CRM

WIDTH DEPTH HEIGHT CU. FT.

EXTERIOR 45.67” 30.91” 41.73” – 39.37”

INTERIOR 43.70” 29.33” 39.37” – 37.00” 28.31
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SECTIONS ASSEMBLY

LOOK FOR OUR LATEST 
ASSEMBLY GUIDE UPDATES…

www.BuildWellSheds.com/updates

…AS WELL AS SHED VIDEOS
AND ASSEMBLY CLIPS

http://www.buildwellsheds.com/updates


IMPORTANT!
PLEASE READ BEFORE CONTINUING. 
Dear Valued Customer, 

By now you have already read the START HERE document and will have a good understanding of any prerequisites, 
safety information, and how to proceed in building your new shed.

In this document you will be assembling the major SECTION pieces.  Each Section is color coded and is given an 
estimated time for completing it.  Once you have finished with each Section just set it aside and move onto the next.  
After all the major Sections are assembled, you will move onto the FINAL ASSEMBLY document where you will put the 
whole thing together, accessories, and finally anchor your shed as required by local building codes.

ALWAYS THINK SAFETY FIRST
For your own safety, please read and become familiar with these instructions.  Read through the entire guide before assembling the shed.

This shed is made from steel parts, some of which are sharp.  We recommend the use of safety gloves, safety glasses and sturdy footwear.  
Caution should be taken at all times. 

OVERVIEW
THIS SHED

The picture below shows a basic overview of the individual SECTIONS that make up your 
Build-Well shed.  Notice that each Section is color coded for easier and faster assembly, 
using a logical process of building each individual Section and putting them together in the 
Final Assembly steps.
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SECTIONS ASSEMBLY
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EXPLODED DRAWING
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DETAILED PARTS LIST #1

NOTE COLOR CODING
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DETAILED PARTS LIST #2



EXPECTATIONS:  The assembly of 
this REAR WALL section should take 
about 20 minutes for an experienced 
DIY’er, to no more than 45 minutes 
for a Novice or Beginner.

20-45

REQUIRED
TOOLS & SAFETY GEAR

This Section assembly requires the following tools:

CAUTION: Proper safety gear always recommended.  
This shed is made from cut metal parts and may be 
sharp.  Handle with care. 
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REAR WALL

OVERVIEW
THIS SECTION This page is a schematic overview and reference of the parts and pieces needed in 

this section.  We will also recommend how the pieces should be laid out in your 
workspace for easy assembly, with ”areas of interest” circled.

Turn the page for Step-by-Step detailed instructions.
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Painted Side 
Up

Painted Side Up

Painted Side 
Up

STEP 3.

The major parts for the REAR WALL are highlighted with BLUE lettering.



REAR WALL

STEPS
REAR WALL PANELS

Begin with selecting the appropriate parts that are highlighted in BLUE lettering.  Follow 
the STEPS below to complete the Rear Wall Section.

This completes the assembly of the Rear Wall.  Carefully move to one side and out of your work area.
Rear Wall assembled will bow and flex.  This is normal until side supports are added.
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STEP 1:  LAY-OUT the panel sheets labeled BP1 x 4 on your 
workspace.  Color-side (painted) should face up. And overlap 
panel sheets by 1 raised rib refer Fig.1a

STEP 3: Open one hinge SH1 and position bottom 
half of hinge over pre-drilled holes in 
channel part BF1 with hinge butt towards 
you, fix in place with rivet S7, repeat for 
the other 2 hinges. 

NOTE: If for some reason you need to remove the Click-Channel pieces from the wall sheets 
(example, if you put the cut channel piece on the outside in error), the only way to do this is to 
pull off the channel from one end while firmly holding the sheets in place.

STEP 2: Next, Click U-Channel parts BF1 to the 
top of the overlapped panels BP1 make 
sure the pre-drilled hinge holes on part 
BF1 are on the color side of the sheets. 
Note panels will extend out by 0.5” at 
each end.



THIS PAGE IS INTENTIONALLY LEFT BLANK
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SECTIONS ASSEMBLY



EXPECTATIONS:  The assembly of 
this SIDE WALLS section should take 
about 45 minutes for an experienced 
DIY’er, to no more than 90 minutes 
for a Novice or Beginner.

45-90

REQUIRED
TOOLS & SAFETY GEAR

This Section assembly requires the following tools:

CAUTION: Proper safety gear always recommended.  
This shed is made from cut metal parts and may be 
sharp.  Handle with care. 

LEFT & RIGHT WALLS
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SIDE WALLS

The major parts for LEFT SIDE WALL are highlighted with GREEN lettering.
The major parts for RIGHT SIDE WALL are highlighted with BLACK lettering.

OVERVIEW
THIS SECTION This page is a schematic overview and reference of the parts and pieces needed in 

this section.  We will also recommend how the pieces should be laid out in your 
workspace for easy assembly.

Turn the page for Step-by-Step detailed instructions.
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LEFT DOOR

RIGHT DOOR

Shed-Color 
side

Shed-Color 
side



LEFT WALL

STEPS
LEFT WALL

Begin with selecting the appropriate parts that are highlighted in GREEN lettering  Follow the 
STEPS below to complete the LEFT Wall Section.

STEP 1: Lay-out the panel sheets labeled LP1 & LP2 on the workspace. 
Shed-color side (exterior of shed) should be facing up.

NOTE: Side walls are angle-cut and are higher at the rear, 
shorter at the front of the shed. The high-side of LP1 will 
eventually be joined with the Rear Wall to form a left rear 
corner of the shed.

STEP 2: Next, clip on Click-Channel part F4 at bottom of the overlapped 
panels (non-angled end).  Gently tap (with a rubber mallet or 
the heel of your gloved hand.  Then take channel part LF2 and 
position it over the top edge of the panels (angle-cut) and clip it 
into place.
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This completes the LEFT WALL. Set it aside out of the way.

STEP 4: Position part LF3 to the right side of panel sheet 
LP2.  Next, clip LF3 and LF2 together using C12
(x1) at the upper corner where they meet.

STEP 5: Next, secure LF3 to the Left Wall panel sheet 
using the pre-drilled holes in LF3 as a guide.  Drill 
slow and carefully, then attach using S7 (x3) 
rivets.



RIGHT WALL

STEPS
RIGHT WALL

Begin with selecting the appropriate parts that are highlighted in BLACK lettering  Follow the 
STEPS below to complete the RIGHT Wall Section.
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STEP 1: Lay-out the panel sheets labeled RP2 & RP1 on the workspace.  
Shed-color side (exterior of shed) should be facing up.

NOTE: Side walls are angle-cut and are higher at the rear, 
shorter at the front of the shed. The high-side of RP1 will 
eventually be joined with the Rear Wall to form a left rear 
corner of the shed.

STEP 2: Next, clip on Click-Channel part F4 at bottom of the overlapped 
panels (non-angled end).  Gently tap (with a rubber mallet or 
the heel of your gloved hand.  Then take channel part RF2 and 
position it over the top edge of the panels (angle-cut) and clip it 
into place.

STEP 4: Position part RF3 to the left side of panel sheet 
RP2.  Next, clip RF3 and RF2 together using C12
(x1) at the upper corner where they meet.

STEP 5: Next, secure RF3 to the Right Wall panel sheet 
using the pre-drilled holes in RF3 as a guide.  Drill 
slow and carefully, then attach using S7 (x3) rivets.

This completes the RIGHT WALL. Set it aside out of the way.



EXPECTATIONS:  The assembly of 
this ROOF DOOR section should take 
about 30 minutes for an experienced 
DIY’er, to no more than 60 minutes 
for a Novice or Beginner.

60-90

REQUIRED
TOOLS & SAFETY GEAR

This Section assembly requires the following tools:

CAUTION: Proper safety gear always recommended.  
This shed is made from cut metal parts and may be 
sharp.  Handle with care. 
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ROOF DOOR – TOP SIDE

The major parts for ROOF DOOR – TOP SIDE are highlighted with ORANGE lettering.

OVERVIEW
THIS SECTION This page is a schematic overview and reference of the parts and pieces needed in 

this section.  We will also recommend how the pieces should be laid out in your 
workspace for easy assembly.
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Turn the page for Step-by-Step detailed instructions.

NOTE: Position of holes



ROOF DOOR – TOP SIDE

STEP 1: Begin by laying out panel sheets TP1 (x2), TP2 (x1), and TP3 (x1) on the workspace, shed-color side 
facing up.  Overlap each panel, by one raised rib, in the following pattern: TP1-TP2-TP3-TP1.  Note that the 
two holes (circled in red) are considered the “top” of these combined panels.

STEPS
ROOF DOOR – TOP

Begin with selecting the appropriate parts that are highlighted in ORANGE lettering.  Follow 
the STEPS below to complete the ROOF DOOR – TOP SIDE Section.

Now Carefully Turn the Roof Door Over and Proceed with the ROOF DOOR – UNDERSIDE assembly.
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STEP 2: Next, clip on Click-Channel part TF1 at the top of the combined panels TP1-TP2-TP3-TP1.  Gently tap 
with a rubber mallet or the heel of your gloved hand.  Then take Click-Channel part TF4 and place over the 
bottom edge of the panels and clip it into place. 

STEP 3: Position TF2 (x1) on left side of the far 
left TP1 panel.  Then clip TF2 and TF1
(upper left corner) together using a 
Click-Channel corner joiner C12 (x1).  
Continue and clip TF2 and TF4 (lower 
left corner) together using a Click-
Channel corner joiner C12 (x1).

STEP 4: Position TF2 (x1) on right side of the far 
right TP1 panel.  Then clip TF2 and TF1
(upper right corner) together using a 
Click-Channel corner joiner C12 (x1).  
Continue and clip TF2 and TF4 (lower 
right corner) together using a Click-
Channel corner joiner C12 (x1).

NOTE: TP2 overlaps (left) TP1 & TP3 by one raised-rib.  Then TP3 overlap (right) TP1 by one raised-rib.

At this point you may notice the combined panel sheets seems smaller than the joined channels, leaving a gap 
between the panel sheets and part TF2. This is not a fault.  Simply hold one long, channel and gently pull the panel 
sheets towards the end (right or left) and into position to enable C12 to be clicked into place in the next steps.



ROOF DOOR – UNDERSIDE

The major parts for ROOF DOOR - UNDERSIDE are highlighted with ORANGE lettering.

OVERVIEW
THIS SECTION This page is a schematic overview and reference of the parts and pieces needed in 

this section.  We will also recommend how the pieces should be laid out in your 
workspace for easy assembly.

Turn the page for Step-by-Step detailed instructions.
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ROOF DOOR – UNDERSIDE

STEPS
ROOF – UNDERSIDE

STEP 2: Select parts FU1 (x1) and add the safety covers 
L1 over each end.

STEP 3: Position FU1 parallel to the front channel 
TF1 using those two (2) pre-drilled holes 
as a guide.  

Secure the FU1 part temporarily with a 
single S3 screw.  Then, flip the Roof Door 
over…

…and secure the other hole of FU1 with 
an S3 screw and a S5 washer.

Then, remove that temporary screws 
from underneath and secure that hole 
with an S3 screw and a S5 washer.

STEP 1: Position Handle H4 (x1) center of the TF1 side of 
the roof door.  Secure with S2 (x2) screws.

Begin with selecting the appropriate parts that are highlighted in ORANGE lettering.  Follow 
the STEPS below to complete the ROOF DOOR – UNDERSIDE Section.
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Begin these next steps with the underside (non-shed color) of the Roof Door facing up. 



ROOF DOOR – BRACING

The major parts for ROOF DOOR - BRACING are highlighted with ORANGE lettering.

OVERVIEW
THIS SECTION This page is a schematic overview and reference of the parts and pieces needed in 

this section.  We will also recommend how the pieces should be laid out in your 
workspace for easy assembly.
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Turn the page for Step-by-Step detailed instructions.



ROOF DOOR – BRACING

STEPS
ROOF – BRACING

STEP 1: Select parts FU2 (x2) and add the safety covers L1 over each end.

Begin with selecting the appropriate parts that are highlighted in ORANGE lettering.  Follow 
the STEPS below to complete the ROOF DOOR – BRACING Section.

STEP 2: Position brace-channel  FU2 (x1) as shown below in Fig. 1.

Please pay close attention to the position and measurements.  These must be in the correct 
position to allow the Roof Door to close correctly.

When in position – using the pre-drilled holes in FU2 as a guide – drill one (1) hole and secure with 
a S3 screw.  This is a temporary screw to hold FU2 in place.

Next, if necessary, re-align FU2 properly.  Then drill the remaining holes along the entire length of 
FU2.

Repeat this process for the second FU2 brace-channel on the other side, as shown in Fig. 1.

If not already completed, carefully Turn the Roof Door Over (Underside facing up).
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FIG. 1

Carefully turn the Roof Door over (Shed-Color side facing up).



ROOF DOOR – BRACING

STEPS
ROOF – BRACING

STEP 3: Continue to secure both FU2 brace-channels from the exterior-side using a total of S3 (x8) screws, S5 (x8) 
washer as shown below in Fig. 2.

Begin with selecting the appropriate parts that are highlighted in ORANGE lettering.  Follow 
the STEPS below to complete the ROOF DOOR – BRACING Section.

STEP 3: Now, turn-over Roof Door (so Underside is facing upwards).  Remove the “temporary S3 screws” from 
Underside.  Again, turn-over Roof Door … and secure last holes with S3 screw, S5 washer.

STEP 4: Finally, apply all the L3 safety nuts to each of the exposed S3 screws on the Underside of the Roof Door.

If not already completed, carefully turn the Roof Door over (Shed-Color side facing up).

This completes the assembly of the Roof Door.
Carefully move to one side and out of your work area.
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FIG. 2



EXPECTATIONS:  The assembly of 
this FRONT WALL section should 
take about 30 minutes for an 
experienced DIY’er, to no more than 
60 minutes for a Novice or Beginner.

30-60

REQUIRED
TOOLS & SAFETY GEAR

This Section assembly requires the following tools:

CAUTION: Proper safety gear always recommended.  
This shed is made from cut metal parts and may be 
sharp.  Handle with care. 
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FRONT WALL - LOWER

The major parts for the FRONT WALL - LOWER are highlighted with RED lettering.

OVERVIEW
THIS SECTION This page is a schematic overview and reference of the parts and pieces needed in 

this section.  We will also recommend how the pieces should be laid out in your 
workspace for easy assembly.

Turn the page for Step-by-Step detailed instructions.
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FRONT WALL - LOWER

STEPS
FRONT WALL

Begin with selecting the appropriate parts that are highlighted in RED lettering.  Follow the 
STEPS below to complete the FRONT WALL - LOWER Section.

Do not attempt to assemble the Front Wall free- standing.  Use a flat workspace.
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STEP 1: Lay out the panel sheets labeled FP1 (x4) on your workspace, shed-color facing up.  Overlap each panel by 
one raised-rib.

STEP 2: Take the Click-Channel piece FF3 and clip it onto the top of the combined panel sheets.  Notice the pre-
drilled holes in FF3.  They need to face upwards.  These holes will be used later to attach hinges.

STEP 3: Next, take the Click-Channel piece FF2 and clip it onto the bottom of the combined panel sheets.

STEP 4: Position FF4 (x1) on left side of the far left FP1 panel.  Then clip FF4 and FF3 (upper left corner) together 
using a Click-Channel corner joiner C12 (x1).  Now, continue and clip FF4 and FF2 (lower left corner) 
together using a Click-Channel corner joiner C12 (x1).

Notice that the C12 help keep the FF4 straight and together with the bottom FF2.  Later, these will be secured 
in the Final Assembly section.



FRONT WALL - LOWER

STEPS
FRONT WALL 

Begin with selecting the appropriate parts that are highlighted in RED lettering.  Follow the 
STEPS below to complete the FRONT WALL - LOWER Section.

Do not attempt to assemble the Front Wall free- standing.  Use a flat workspace.
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STEP 5: Finally, add the Hinges SH1 by using the pre-drilled holes in part FF3.  Position each SH1 properly in place, 
and secure with S7 (x3) rivets. The hinge swivel (hinge butt) should be oriented to the outside of the door,  
exterior facing.

This completes the assembly of the Front Door - Lower.
Carefully move to one side and out of your work area.



FRONT WALL - UPPER

The major parts for the FRONT WALL - UPPER are highlighted with RED lettering.

OVERVIEW
THIS SECTION This page is a schematic overview and reference of the parts and pieces needed in 

this section.  We will also recommend how the pieces should be laid out in your 
workspace for easy assembly.

Turn the page for Step-by-Step detailed instructions.
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FRONT WALL - UPPER

STEPS
FRONT WALL 

Begin with selecting the appropriate parts that are highlighted in RED lettering.  Follow the 
STEPS below to complete the FRONT WALL - LOWER Section.

Do not attempt to assemble the Front Wall free- standing.  Use a flat workspace.
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STEP 1: Lay out the panel sheets labeled FP1 (x4) on your workspace, shed-color facing up.  Overlap each panel by 
one raised-rib.

STEP 2: Take the Click-Channel piece FF2 (x2) and clip onto the top and bottom of the combined panel sheets.

STEP 4: Position FF1 (x1) on left side of the far left FP1
panel.  Then clip FF1 and FF2 (upper left corner) 
together using a Click-Channel corner joiner 
C12 (x1).  Now, continue and clip FF1 and FF2
(lower left corner) together using a Click-
Channel corner joiner C12 (x1).

STEP 5: Next, position FF1 (x1) on right side of the far 
right FP1 panel.  Then clip FF1 and FF2 (upper 
right corner) together using a Click-Channel 
corner joiner C12 (x1).  Then, continue and clip 
FF1 and FF2 (lower left corner) together using a 
Click-Channel corner joiner C12 (x1).

Now carefully turn the Front Door over and proceed with the Front Door BRACING.



FRONT WALL - BRACING

The major parts for the FRONT WALL - BRACING are highlighted with RED lettering.

OVERVIEW
THIS SECTION This page is a schematic overview and reference of the parts and pieces needed in 

this section.  We will also recommend how the pieces should be laid out in your 
workspace for easy assembly.

Turn the page for Step-by-Step detailed instructions.
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FRONT WALL - UPPER

STEPS
BRACING

Begin with selecting the appropriate parts that are highlighted in RED lettering.  Follow the 
STEPS below to complete the FRONT WALL UPPER BRACING Section.

Do not attempt to assemble the Front Wall free- standing.  Use a flat workspace.
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STEP 1: Select parts FU3 (x2) and add the safety covers L1 over each end.

STEP 2: Position brace-channel  FU3 (x1) as shown below in Fig. 1.

Please pay close attention to the position and measurements.  These must be in the correct 
position to allow the Front Door to close correctly.

When in position – using the pre-drilled holes in FU3 as a guide – drill at both outer holes of FU3 
and secure with a S3 screw.  These are temporary screws to hold FU3 in place.

Now, drill the remaining holes along the entire length of FU3.

Repeat this process for the second FU3 brace-channel on the other side, as shown in Fig. 1.

If not already done so, carefully turn the Front Door over (non-shed-color facing up).

Carefully turn the Roof Door over (Shed-Color side facing up).

FIG. 1



FRONT WALL - UPPER

STEPS
BRACING

Begin with selecting the appropriate parts that are highlighted in RED lettering.  Follow the 
STEPS below to complete the FRONT WALL UPPER BRACING Section.

Do not attempt to assemble the Front Wall free- standing.  Use a flat workspace.
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STEP 3: Continue to secure both FU3 brace-channels from the exterior-side using a total of S7 (x8) rivets as 
shown below in Fig. 2.

STEP 3: Now, turn-over Roof Door (so Underside is facing upwards).  Remove the “temporary S3 screws” from 
Underside.  Again, turn-over Roof Door … and secure last holes with S7 rivets.

If not already completed, carefully turn the Roof Door over (Shed-Color side facing up).

This completes the assembly of the Front Door - Upper.
Carefully move to one side and out of your work area.

FIG. 2
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SECTIONS ASSEMBLY



SECTIONS ASSEMBLY

THIS COMPLETES THE 
SECTIONS ASSEMBLY DOCUMENT.

NOW MOVE ON TO
BOOKLET NUMBER 3

TITLED

FINAL ASSEMBLY
and Anchoring
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PARTS LIST #1
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PARTS LIST #2


